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2 Specific installer safety instructions

The original documentation is written in English. All other languages
are translations.

Technical engineering data

= A subset of the latest technical data is available on the regional
Daikin website (publicly accessible).

= The full set of latest technical data is available on the Daikin
Business Portal (authentication required).

Online tools

In addition to the documentation set, some online tools are available
for installers:

= Daikin Technical Data Hub

= Central hub for technical specifications of the unit, useful tools,
digital resources, and more.

= Publicly accessible via https://daikintechnicaldatahub.eu.
= Heating Solutions Navigator

= Digital toolbox that offers a variety of tools to facilitate the
installation and configuration of heating systems.

= To access Heating Solutions Navigator, registration to the
Stand By Me platform is required. For more information, see
https://professional.standbyme.daikin.eu.

= Daikin e-Care

= Mobile app for installers and service technicians that allows you
to register, configure and troubleshoot heating systems.

= The mobile app can be downloaded for iOS and Android
devices using the QR codes below. Registration to the Stand
By Me platform is required to access the app.

App Store Google Play

OF A 0 O e 0]

e B

2 Specific installer safety
instructions
Always observe the following safety instructions and regulations.

Opening and closing the unit (see "4.2 Opening and closing the
unit" [» 6])

DANGER: RISK OF ELECTROCUTION

DANGER: RISK OF BURNING/SCALDING

Mounting the indoor unit (see "4.3 Mounting the indoor
unit" [ 7])

A WARNING

Fixing method of the indoor unit MUST be in accordance
with the instructions from this manual. See "4.3 Mounting
the indoor unit" [» 7].

Piping installation (see "5 Piping installation™ [» 7])

A WARNING

Field piping method MUST be in accordance with the
instructions from this manual. See "5 Piping
installation" [» 7].

A WARNING

Install the tundish away from any electrical device.
Possible consequence: Electrical shock or fire.

In case of freeze protection by glycol:

A WARNING

Ethylene glycol is toxic.

A WARNING

Due to the presence of glycol, corrosion of the system is
possible. Uninhibited glycol will turn acidic under the
influence of oxygen. This process is accelerated by the
presence of copper and high temperatures. The acidic
uninhibited glycol attacks metal surfaces and forms
galvanic corrosion cells that cause severe damage to the
system. Therefore it is important that:

= the water treatment is correctly executed by a qualified
water specialist,

= a glycol with corrosion inhibitors is selected to
counteract acids formed by the oxidation of glycols,

= no automotive glycol is used because their corrosion
inhibitors have a limited lifetime and contain silicates
which can foul or plug the system,

= galvanized pipes are NOT used in glycol systems since
the presence may lead to the precipitation of certain
components in the glycol's corrosion inhibitor.

Electrical installation (see "6 Electrical installation™ [» 10])

DANGER: RISK OF ELECTROCUTION

A WARNING

Electrical wiring connection method MUST be in
accordance with the instructions from this manual. See
"6 Electrical installation" [» 10].

A WARNING

= All wiring MUST be performed by an authorised
electrician and MUST comply with the applicable
legislation.

= Make electrical connections to the fixed wiring.

= All components procured on-site and all electrical
construction MUST comply with the applicable
legislation.

WARNING

ALWAYS use multicore cable for power supply cables.

CAUTION
Do NOT push or place redundant cable length in the unit.

WARNING

The backup heater MUST have a dedicated power supply
and MUST be protected by the safety devices required by
the applicable legislation.

CAUTION

If the indoor unit has a tank with a built-in electrical booster
heater, use a dedicated power circuit for the backup heater
and booster heater. NEVER use a power circuit shared by
another appliance. This power circuit MUST be protected
with the required safety devices according to the applicable
legislation.

> B BB

A CAUTION

To guarantee the unit is completely earthed, ALWAYS
connect the backup heater power supply and the earth
cable.

Installation manual
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3 About the box

A WARNING

Stripped wire. Make sure that stripped wire cannot make
contact with possible water on the bottom plate.

A WARNING

If the supply cord is damaged, it MUST be replaced by the
manufacturer, its service agent or similarly qualified
persons in order to avoid a hazard.

Commissioning (see "8 Commissioning” [» 31])

A WARNING

Commissioning method MUST be in accordance with the
instructions from this manual. See
"8 Commissioning" [» 31].

3

About the box

4 Unit installation

4.1 Preparing the installation site

411 Installation site requirements of the

indoor unit

= The indoor unit is designed for indoor installation only and for the
following ambient temperatures:

= Space heating operation: 5~30°C
= Space cooling operation: 5~35°C

= Domestic hot water production: 5~35°C

INFORMATION

Cooling is only applicable in case of:
= Reversible models
= Heating only models + conversion kit (EKHBCONV*)

3.1 Indoor unit = Mind the measurement guidelines:
= At delivery, the unit MUST be checked for damage. Any damage Maximum height difference between indoor unit and 10m
MUST be reported immediately to the claims agent of the carrier. outdoor unit
= Bring the packed unit as close as possible to its final installation Maximum height difference between domestic hot 10m
position to prevent damage during transport. water tank and outdoor unit
« Unpack the indoor unit completely according to the instructions Maximum water piping length between indoor unit 10m
mentioned on the unpacking instructions sheet. and domestic hot water tank
Maximum distance between the 3-way valve and 3m
3.1.1 To remove the accessories from the the indoor unit (for installations with domestic hot
indoor unit water tank)
Maximum total water piping length® when using 1" | 20 m® (single
Some accessories are located inside the unit. For more information piping run)
on opening the unit, see "4.2.1 To open the indoor unit" [» 6]. - — - -
Maximum total water piping length® when using 50 m® (single
f 1 4" piping run)

@ Between indoor unit and outdoor unit.

® Precise water piping length can be determined using the Hydronic
Piping Calculation tool. The Hydronic Piping Calculation tool is
part of the Heating Solutions Navigator which can be reached via
https://professional.standbyme.daikin.eu. Please contact your
dealer if you have no access to Heating Solutions Navigator.

p

N

= Mind the following spacing installation guidelines:

|

2200
2200

\

General safety precautions 00 >500
Addendum book for optional equipment —

Indoor unit installation manual
Operation manual

WLAN cartridge

Sealing ring for shut-off valve
Shut-off valve

Overpressure bypass valve
Wall bracket

H=1150

-_TQ 0D Q 0T O

(mm)

H Height measured from the bottom of the casing to the
floor

ETBH/X12EF6V+9W DAIKIN Installation manual
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4 Unit installation

4.2 Opening and closing the unit

4.21 To open the indoor unit

Overview

4 4

Front panel

Switch box cover
Switch box

User interface panel

BWN =

Open

1 Remove the front panel.

2 If you have to connect electrical wiring, remove the switch box
cover.

3 If you have to do work behind the switch box, open the switch
box.

4 If you have to do work behind the user interface panel or upload
new software into the user interface, open the user interface
panel.

5 Optional: Remove the user interface panel.

NOTICE

If you remove the user interface panel, also disconnect the
cables from the back of the user interface panel to prevent
damage.

4.2.2 To close the indoor unit

1 Reinstall the user interface panel.
2 Reinstall the switch box cover and close the switch box.

3 Reinstall the front panel.

@ NOTICE

When closing the indoor unit cover, make sure that the
tightening torque does NOT exceed 4.1 Nem.

Installation manual
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5 Piping installation

4.3 Mounting the indoor unit 4 Optional: If you want to fix the unit to the wall from inside the
' unit:
= Remove the upper front panel, and open the switch box. See
"4.2.1 To open the indoor unit" [» 6].
1 Fix the wall bracket (accessory) to the wall (level) with 2x * Fix the unit to the wall with an @8 mm screw.
@8 mm bolts.

4.31 To install the indoor unit

a

s,
g

G i
. = .z
S
g i

a Optional: If you want to fix the unit to the wall from inside
the unit, provide an additional screw plug.

4.3.2 To connect the drain hose to the drain

2 Lift the unit.

Water coming from the pressure relief valve is collected in the drain
pan. You must connect the drain pan to an appropriate drain
according to the applicable legislation.

1 Connect a drain tube (field supply) to the drain pan connector
as follows:

3 Attach the unit to the wall bracket:

= Tilt the top of the unit against the wall at the position of the

wall bracket. a Drain pan connector
= Slide the bracket on the back of the unit over the wall

v \f”& e i’ 5 Piping installation
@%ﬁ%i&?@%@%

Z
e

It is recommended to use a tundish to collect the water.

%@ 5.1 Preparing water piping

&ZZ NOTICE

& In case of plastic pipes, make sure they are fully oxygen
@ diffusion tight according to DIN 4726. The diffusion of

% % oxygen into the piping can lead to excessive corrosion.

% % NOTICE

@ @ Water circuit requirements. Make sure to comply with the

¢¢ ¢¢ water pressure and water temperature requirements

@ @ below. For additional water circuit requirements, see the

@ @ installer reference guide.

% % = Water pressure — Space heating/cooling circuit. The maximum
& water pressure is 3 bar. Provide adequate safeguards in the water

% circuit to ensure that the maximum pressure is NOT exceeded.

A ,‘A/I 4 = The minimum water pressure to operate is 1 bar.

ETBH/X12EF6V+9W DAIKIN Installation manual
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5 Piping installation

= Water temperature. All installed piping and piping accessories
(valve, connections,...) MUST withstand the following
temperatures:

INFORMATION

The following illustration is an example and might NOT
match your system layout.

%

i NS e )
|

@ NOTICE

When circulation in each or certain space heating loops is
controlled by remotely controlled valves, it is important that
the minimum flow rate is guaranteed, even if all valves are
closed. In case the minimum flow rate cannot be reached,
a flow error 7H will be generated (no heating or operation).

See the installer reference guide for more information.

See the recommended procedure as described in "8.2 Checklist
during commissioning" [» 31].

_____ A
| |
= HEee J
r— - a
A

| A 75°C (*) 1

| l

| I
r————'|I . BN |
175°C (*)| |- —=—== 1 |
I I I I — |
I I ® | ]
I Ir@—@1 | !
: :I V At — — :
e EE e oo
I —t |
| i I: EE I
@i |

(*) Maximum temperature for piping and accessories

511 To check the water volume and flow rate

To make sure that the unit operates properly:

= You MUST check the minimum water volume and the minimum
flow rate.

Minimum water volume

Check that the total water volume in the installation is minimum 20
litres, the internal water volume of the outdoor unit NOT included.

NOTICE

When circulation in each space heating/cooling loop is
controlled by remotely controlled valves, it is important that
the minimum water volume is guaranteed, even if all of the
valves are closed.

Minimum flow rate

Check that the minimum flow rate in the installation is guaranteed in
all conditions. This minimum flow rate is required during defrost/
backup heater operation. For this purpose, use the overpressure
bypass valve delivered with the unit, and respect the minimum water
volume.

Minimum required flow rate
20 l/min

NOTICE

If glycol was added to the water circuit, and the
temperature of the water circuit is low, the flow rate will
NOT be displayed on the user interface. In this case, the
minimum flow rate can be checked by way of the pump
test (check that the user interface does NOT display error
TH).

5.1.2

Third-party tank requirements

In case of a third-party tank, the tank shall adhere to the following
requirements:

= The heat exchanger coil of the tank is 21.05 m2.

= The tank thermistor must be located above the heat exchanger
coil.

= The booster heater must be located above the heat exchanger
coil.

NOTICE

Performance. Performance data for third-party tanks
CANNOT be provided, and performance CANNOT be
guaranteed.

NOTICE

Configuration. Configuration of a third-party tank depends
on the size of the heat exchanger coil of the tank. For more
information, see the installer reference guide.

5.2 Connecting water piping

5.21 To connect the water piping

NOTICE

Do NOT use excessive force when connecting the field
piping and make sure the piping is aligned properly.
Deformation of the piping can cause malfunctioning of the
unit.

NOTICE

Do NOT use excessive force when connecting the piping.
Deformation of the piping can cause malfunctioning of the
unit.

1 Connect the O-rings and shut-off valves to the indoor unit water
connections.

2 Connect the outdoor unit field piping on the water IN connection
(a) of the indoor unit.

3 Connect the space heating/cooling field piping on the space
heating water OUT connection (b) of the indoor unit.

Installation manual
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5 Piping installation

a Water IN (screw connection, 1")
b Space heating water OUT (screw connection, 1")

NOTICE

Overpressure bypass valve (delivered as accessory). We
recommend to install the overpressure bypass valve in the
space heating water circuit.

» Mind the minimum water volume when choosing the
installation location of the overpressure bypass valve
(at the indoor unit, or at the collector). See "5.1.1 To
check the water volume and flow rate" [» 8].

= Mind the minimum flow rate when adjusting the
overpressure bypass valve setting. See "5.1.1 To
check the water volume and flow rate" [» 8] and
"8.2.1 To check the minimum flow rate" [» 32].

NOTICE

Install air purge valves at all local high points.

@
NOTICE

In case an optional domestic hot water tank is installed: A
pressure relief valve (field supply) with an opening
pressure of maximum 10 bar (= 1 MPa) must be installed
on the domestic cold water inlet connection in accordance
with the applicable legislation.

5.2.2 To fill the water circuit

To fill the water circuit, use a field supply filling kit. Make sure you
comply with the applicable legislation.

@ NOTICE

Make sure both air purge valves (one on the magnetic filter
and one on the backup heater) are open.

All automatic air purge valves MUST remain open after
commissioning.

5.2.3 To protect the water circuit against
freezing

About freeze protection

Frost can damage the system. To prevent the hydraulic components
from freezing, the software is equipped with special frost protection
functions such as water pipe freeze prevention and drain prevention
(see the installer reference guide) that include the activation of pump
in case of low temperatures.

However, in case of a power failure, these functions cannot
guarantee protection.

Do one of the following to protect the water circuit against freezing:

= Add glycol to the water. Glycol lowers the freezing point of the
water.

= Install freeze protection valves. Freeze protection valves drain the
water from the system before it can freeze. Insulate the freeze
protection valves in a similar way as the water piping, but do NOT
insulate the inlet and outlet (release) of these valves.

NOTICE

If you add glycol to the water, do NOT install freeze
protection valves. Possible consequence: Glycol leaking
out of the freeze protection valves.

Freeze protection by glycol

About freeze protection by glycol

Adding glycol to the water lowers the freezing point of water.

A WARNING

Ethylene glycol is toxic.

A WARNING

Due to the presence of glycol, corrosion of the system is
possible. Uninhibited glycol will turn acidic under the
influence of oxygen. This process is accelerated by the
presence of copper and high temperatures. The acidic
uninhibited glycol attacks metal surfaces and forms
galvanic corrosion cells that cause severe damage to the
system. Therefore it is important that:

= the water treatment is correctly executed by a qualified
water specialist,

= a glycol with corrosion inhibitors is selected to
counteract acids formed by the oxidation of glycols,

= no automotive glycol is used because their corrosion
inhibitors have a limited lifetime and contain silicates
which can foul or plug the system,

= galvanized pipes are NOT used in glycol systems since
the presence may lead to the precipitation of certain
components in the glycol's corrosion inhibitor.

NOTICE

Glycol absorbs water from its environment. Therefore do
NOT add glycol that has been exposed to air. Leaving the
cap off the glycol container causes the concentration of
water to increase. The glycol concentration is then lower
than assumed. As a result, the hydraulic components
might freeze up after all. Take preventive actions to ensure
a minimal exposure of the glycol to air.

Types of glycol

The types of glycol that can be used depend on whether the system
contains a domestic hot water tank:

ETBH/X12EF6V+9W
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6 Electrical installation

If... Then...

The system contains a domestic |Only use propylene glycol®
hot water tank

= Normally closed valves (located indoors near the piping entry/exit
points) can prevent that all water from indoor piping is drained
when the freeze protection valves open.

The system does NOT contain a |You can use either propylene
domestic hot water tank glycol® or ethylene glycol

@ Propylene glycol, including the necessary inhibitors, classified as
Category Ill according to EN1717.

Required concentration of glycol

The required concentration of glycol depends on the lowest
expected outdoor temperature, and on whether you want to protect
the system from bursting or from freezing. To prevent the system
from freezing, more glycol is required.

Add glycol according to the table below.

Lowest expected Prevent from Prevent from
outdoor bursting freezing
temperature

-5°C 10% 15%

-10°C 15% 25%

-15°C 20% 35%

-20°C 25% —

-25°C 30% —

-30°C 35% —

INFORMATION

= Protection against bursting: the glycol will prevent the
piping from bursting, but NOT the liquid inside the
piping from freezing.

= Protection against freezing: the glycol will prevent the
liquid inside the piping from freezing.

@ NOTICE

= The required concentration might differ depending on
the type of glycol. ALWAYS compare the requirements
from the table above with the specifications provided by
the glycol manufacturer. If necessary, meet the
requirements set by the glycol manufacturer.

= The added concentration of glycol should NEVER
exceed 35%.

= If the liquid in the system is frozen, the pump will NOT
be able to start. Mind that if you only prevent the
system from bursting, the liquid inside might still freeze.

= When water is at standstill inside the system, the
system is very likely to freeze and get damaged.

Glycol and the maximum allowed water volume

Adding glycol to the water circuit reduces the maximum allowed
water volume of the system. For more information, see the installer
reference guide (topic "To check the water volume and flow rate").

Glycol setting

@ NOTICE

If glycol is present in the system, setting [E-OD] must be
set to 1. If the glycol setting is NOT set correctly, the liquid
inside the piping can freeze.

Freeze protection by freeze protection valves

About freeze protection valves

@ NOTICE

When freeze protection valves are installed, set the
minimum cooling setpoint (default=7°C) at least 2°C higher
than the maximum opening temperature of the freeze
protection valve. If lower, freeze protection valves can
open during cooling operation.

For more information, see the installer reference guide.

5.2.4 To fill the domestic hot water tank

See the installation manual of the domestic hot water tank.

5.2.5 To insulate the water piping

The piping in the complete water circuit MUST be insulated to
prevent condensation during cooling operation and reduction of the
heating and cooling capacity.

Outdoor water piping insulation

See the installation manual of the outdoor unit, or the installer
reference guide.

6 Electrical installation

DANGER: RISK OF ELECTROCUTION

A WARNING

ALWAYS use multicore cable for power supply cables.

A WARNING

If the supply cord is damaged, it MUST be replaced by the
manufacturer, its service agent or similarly qualified
persons in order to avoid a hazard.

INFORMATION

When installing field supply or option cables, foresee
sufficient cable length. This will make it possible to open
the switch box and gain access to other components
during service.

A CAUTION

Do NOT push or place redundant cable length in the unit.

NOTICE

The distance between the high voltage and low voltage
cables should be at least 50 mm.

6.1 About electrical compliance

Only for the backup heater of the indoor unit

See "6.3.2 To connect the backup heater power supply" [» 13].

6.2 Guidelines when connecting the
electrical wiring

Tightening torques

When no glycol is added to the water, you can use freeze protection Indoor unit:
valves to drain the water from the system before it can freeze. . .
] ) ) Item Tightening torque (N*m)
. Installl fregzg protection valves (field supply) at all lowest points of X1M 245 +10%
the field piping.
X2M 0.88 +10%
Installation manual DAIKIN ETBH/X12EF6V+9W
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6 Electrical installation

Item

Description

Item Tightening torque (N*m)
X5M 0.88 +10%
X6M 2.45 +10%
X7M, X8M 2.45 +10%
X10M 0.88 +10%
M4 (earth) 1.47 +10%
6.3 Connections to the indoor unit

Item

Description

Power supply (main)

See "6.3.1 To connect the main power
supply" [» 12].

Power supply (backup
heater)

See "6.3.2 To connect the backup heater
power supply" [» 13].

Shut-off valve

See "6.3.3 To connect the shut-off
valve" > 15].

Electricity meters

See "6.3.4 To connect the electricity
meters" > 15].

Domestic hot water
pump

See "6.3.5 To connect the domestic hot
water pump" [» 15].

Alarm output

See "6.3.6 To connect the alarm
output” [» 16].

Space cooling/heating
operation control

See "6.3.7 To connect the space cooling/
heating ON/OFF output" [» 16].

Changeover to
external heat source
control

See "6.3.8 To connect the changeover to
external heat source" [» 17].

Heat pump convector

O

There are different controllers and
setups possible for the heat pump
convectors.

Depending on the setup, you also
need to implement a relay (field
supply, see addendum book for
optional equipment).

For more information, see:

= Installation manual of the heat
pump convectors
= Installation manual of the heat

pump convector options

= Addendum
equipment

book for optional

Wires: 0.75 mm?

Maximum running current: 100 mA

For the main zone:

= [2.9] Control

» [2.A] Thermostat type
For the additional zone:

= [3.A] Thermostat type
= [3.9] (read-only) Control

Power consumption
digital inputs

See "6.3.9 To connect the power
consumption digital inputs" > 17].

Safety thermostat

See "6.3.10 To connect the safety
thermostat (normally closed
contact)" [» 18].

Smart Grid

See "6.3.11 To connect a Smart
Grid" [» 18].

WLAN cartridge

See "6.3.12 To connect the WLAN
cartridge (delivered as accessory)" [» 20].

Room thermostat
(wired or wireless)

See below table.

Remote outdoor
sensor

See:

= Installation manual of the remote
outdoor sensor

= Addendum
equipment

book for optional

Wires: 2x0.75 mm?

[9.B.1]=1 (External sensor =
Outdoor)

[9.B.2] Ext. amb. sensor offset
[9.B.3] Averaging time

Maximum running current: 100 mA

O

Wires: 0.75 mm?
E For the main zone:

= [2.9] Control

* [2.A] Thermostat type
For the additional zone:

= [3.A] Thermostat type

= [3.9] (read-only) Control

Remote indoor sensor

See:

= [Installation manual of the remote
indoor sensor

= Addendum
equipment

book for optional

Wires: 2x0.75 mm?

[9.B.1]=2 (External sensor = Room)

[1.7] Room sensor offset

Human Comfort

See:

Interface = Installation and operation manual of
the Human Comfort Interface
= Addendum book for optional
equipment
Wires: 2x(0.75~1.25 mm?)
Maximum length: 500 m
[2.9] Control
[1.6] Room sensor offset
ETBH/X12EF6V+9W DAIKIN Installation manual
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6 Electrical installation

valve

= Addendum
equipment

book for optional

Item Description In case of... See...
(in case of DHW tank) MSee: Wireless room thermostat |= Installation manual of the wireless
3-way valve = Installation manual of the 3-way room thermostat

Addendum
equipment

book  for  optional

Wires: 3x0.75 mm?

Maximum running current: 100 mA

[9.2] Domestic hot water

Wired room thermostat .
without multi-zoning base
unit

Installation manual of the wired room
thermostat

Addendum
equipment

book  for  optional

(in case of DHW tank)

Domestic hot water
tank thermistor

HH

See:

= Installation manual of the domestic
hot water tank

= Addendum
equipment

book for optional

Wires: 2

The thermistor and connection wire
(12 m) are delivered with the domestic
hot water tank.

[9.2] Domestic hot water

(in case of DHW tank)

Power supply for
booster heater (from
indoor unit to thermal
protector of booster
heater)

See:

= Installation manual of the DHW
tank

= Addendum
equipment

book for optional

Wired room thermostat .
with multi-zoning base unit

Installation manual of the wired room
thermostat (digital or analogue) +
multi-zoning base unit

Addendum
equipment

book  for  optional

In this case:

= You need to connect the wired
room thermostat (digital or
analogue) to the multi-zoning base
unit

* You need to connect the multi-
zoning base unit to the outdoor unit

= For cooling/heating operation, you
also need to implement a relay
(field supply, see addendum book
for optional equipment)

Wires: (2+GND)x2.5 mm?

[9.4] Booster heater

(in case of DHW tank)

Power supply for
booster heater (from
mains to indoor unit)

2R

See:

= Installation manual of the domestic
hot water tank

= Addendum
equipment

book for optional

6.3.1

To connect the main power supply

1 Open the following (see "4.2.1 To open the indoor unit" [> 6]):

1 |Front panel

2 |Switch box cover

3 | Switch box

y

2 Connect the main power supply.

In case of normal kWh rate power supply

Wires: 2+GND

Maximum running current: 13 A

[9.4] Booster heater

Interconnection
cable (= main

power supply)

Wires: (3+GND)x1.5 mm?

E_

HHE

WLAN module See:
A
= |nstallation manual of the WLAN /’
module l’!
= Addendum book for optional A \
equipment
= Installer reference guide
Use the cable delivered with the B
WLAN module.
E [D] Wireless gateway - _———-
R A
Bizone kit m See: : L ° :
l
= Installation manual of the bizone kit C : 192 3@ :
= Addendum book for optional :_ ________ _:
equipment
Use the cable delivered with the
bizone kit.
E [9.P] Bizone kit
m for room thermostat (wired or wireless):
Installation manual DAIKIN ETBH/X12EF6V+9W
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6 Electrical installation

B C X11YA—‘ FX”Y X11YB B C X11IYA X11YB-| rX11Y
L
a o || D TR e
XM X2m X2m
&0 ok
X1A
A1P A1P A1P

a Interconnection cable (=main power supply)

In case of preferential kWh rate power supply

Interconnection
cable (= main
power supply)

Wires: (3+GND)x1.5 mm?

a Interconnection cable (=main power supply)
b Normal kWh rate power supply
c Preferential power supply contact

3 Fix the cables with cable ties to the cable tie mountings.

Normal kWh rate
power supply

Wires: 1N

Maximum running current: 6.3 A

Preferential kWh
rate power supply
contact

Wires: 2x(0.75~1.25 mm?)
Maximum length: 50 m.

Preferential kWh rate power supply
contact: 16 V DC detection (voltage
supplied by PCB). The voltage-free
contact shall ensure the minimum

applicable load of 15V DC, 10 mA.

&=

[9.8] Benefit kWh power supply

INFORMATION

In case of preferential kWh rate power supply, connect
X11Y to X11YB. The necessity of separate normal kWh
rate power supply to indoor unit (b) X2M/5+6 depends on
the type of preferential kWh rate power supply.

Separate connection to the indoor unit is required:

= if preferential kWh rate power supply is interrupted
when active, OR

= if no power consumption of the indoor unit is allowed at
the preferential kWh rate power supply when active.

Connect X11Y to X11YB.

A

1
1
|

]

1N~, 50 Hz,
‘_230 VAC,6.3A

-
I
|
I
|
I
|
I
|
I
I
|

| e

—————————— ]

INFORMATION

The preferential kWh rate power supply contact is
connected to the same terminals (X5M/9+10) as the safety
thermostat. Thus, the system can have EITHER
preferential kWh rate power supply OR a safety
thermostat.

6.3.2

To connect the backup heater power
supply

Backup heater Wires

type

Power supply

6V

2+GND
3+GND

1N~ 230 V (6V3)
3~230V (6T1)

oW

3N~ 400V 4+GND

=

[9.3] Backup heater

A

WARNING

The backup heater MUST have a dedicated power supply
and MUST be protected by the safety devices required by
the applicable legislation.

A

CAUTION

If the indoor unit has a tank with a built-in electrical booster
heater, use a dedicated power circuit for the backup heater
and booster heater. NEVER use a power circuit shared by
another appliance. This power circuit MUST be protected
with the required safety devices according to the applicable
legislation.

ETBH/X12EF6V+9W
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6 Electrical installation

A CAUTION Model (power Connections to backup heater power
To guarantee the unit is completely earthed, ALWAYS supply) supply
connect the backup heater power supply and the earth *6V (6V3: 1N~ 230 V)
cable.

The backup heater capacity can vary, depending on the indoor unit
model. Make sure that the power supply is in accordance with the
backup heater capacity, as listed in the table below.

Backup Backup Power Maximum Z,ox
heater type heater supply running
capacity current
6V 2 kW 1N~ 230 V@ 9A —

4 kW 1N~ 230 V@ 17 API© 0.220Q
6 kW 1N~ 230 V@ | 26 API@ 0.220Q

2kW | 3~230 VO 5A — &
4KW | 3~230 VO 10 A — ‘\
6kW | 3~230V® | 15A — |
oW 3KW | 3N~400V 4A — .
1N~, 50 Hz | | I
6KW | 3N~400V 9A — 2VAac L N @
9KW | 3N~400V 13A —

*6V (6T1: 3~ 230 V)

@ 6V3

® Electrical equipment complying with EN/IEC 61000-3-12
(European/International Technical Standard setting the limits for
harmonic currents produced by equipment connected to public
low-voltage systems with input current >16 A and <75 A per
phase).

This equipment complies with EN/IEC 61000-3-11 (European/
International Technical Standard setting the limits for voltage
changes, voltage fluctuations and flicker in public low-voltage
supply systems for equipment with rated current <75 A) provided
that the system impedance Z,, is less than or equal to Z,,,, at the
interface point between the user's supply and the public system. It
is the responsibility of the installer or user of the equipment to
ensure, by consultation with the distribution network operator if
necessary, that the equipment is connected only to a supply with
a system impedance Z less than or equal to Z,,,.

@ 671

S

Connect the backup heater power supply as follows:

3~ 50Hz | i
230VAé L1 L2 L3 @

t S *9W (3N~ 400 V)

a Factory-mounted cable connected to the contactor of the
backup heater, inside the switch box (K5M)
b Field wiring (see table below)

__EJQ____

3N~, 50
400VAC L1 L2 L3

o

F1B  Overcurrent fuse (field supply). Recommended fuse:
4-pole; 20 A; curve 400 V; tripping class C.

K5M Safety contactor (in the switch box)

Q1DI  Earth leakage circuit breaker (field supply)

SWB  Switch box

X6M Terminal (field supply)

Installation manual DAIKIN ETBH/X12EF6V+9W
1 4 Daikin Altherma 3 H MT W
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6 Electrical installation

@ NOTICE

Do NOT cut or remove the backup heater power supply
cable.

6.3.3 To connect the shut-off valve

INFORMATION

Shut-off valve usage example. In case of one LWT zone,
and a combination of underfloor heating and heat pump
convectors, install a shut-off valve before the underfloor
heating to prevent condensation on the floor during cooling
operation. For more information, see the installer reference
guide.

Wires: 2x0.75 mm?

Maximum running current: 100 mA
230 V AC supplied by PCB

E [2.D] Shut off valve

1 Open the following (see "4.2.1 To open the indoor unit" [» 6]):

1 |Front panel

2 |Switch box cover
3 | Switch box

W0 )

2 Connect the valve control cable to the appropriate terminals as
shown in the illustration below.

NOTICE

Wiring is different for a NC (normally closed) valve and a
NO (normally open) valve.

A
B
r=-= -=n
1 1
1 1
1 1
C 1 1
! Mm2s !
1 1
B Cc NO

3 Fix the cable with cable ties to the cable tie mountings.

6.3.4 To connect the electricity meters

Wires: 2 (per meter)x0.75 mm?

Electricity meters: 12 V DC pulse detection (voltage supplied
by PCB)

E [9.A] Energy metering

INFORMATION

In case of an electricity meter with transistor output, check
the polarity. The positive polarity MUST be connected to
X5M/6 and X5M/4; the negative polarity to X5M/5 and

X5M/3.
1 Open the following (see "4.2.1 To open the indoor unit" [» 6]):
1 |Front panel 2 3
2 |Switch box cover 1 Y
3 |Switch box m

2 Connect the electricity meters cable to the appropriate terminals
as shown in the illustration below.

A

B
r=- -=—n
I 1
1 I
|,_f,35,_4,13|
1 I
c Falyay
1 8§25 S3S 1
L - - — = 4
B C
&
=
I

3 Fix the cable with cable ties to the cable tie mountings.

6.3.5 To connect the domestic hot water pump

Wires: (2+GND)x0.75 mm?

DHW pump output. Maximum load: 2 A (inrush), 230 V AC,
1 A (continuous)

ETBH/X12EF6V+9W
Daikin Altherma 3 H MT W
4P634879-1 — 2021.03
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6 Electrical installation

E [9.2.2] DHW pump

[9.2.3] DHW pump schedule

1 Open the following (see "4.2.1 To open the indoor unit" [» 6]):

1 |Front panel 2 3

2 |Switch box cover 1 3
3 |Switch box h

2 Connect the domestic hot water pump cable to the appropriate
terminals as shown in the illustration below.

A

3 Fix the cable with cable ties to the cable tie mountings.

6.3.6 To connect the alarm output

—Q 1+2 |Wires connected to the alarm
2 1 output
X2M IZIE‘ 3 |Wire between X2M and A4P
H A4P |Installation of EKRP1HBAA is
: required.
3
1
A4P|Y1

A

a Installation of EKRP1HBAA is required.

3 Fix the cable with cable ties to the cable tie mountings.

6.3.7

To connect the space cooling/heating ON/
OFF output

Maximum load: 0.3 A, 250 V AC
[9.D] Alarm output

Wires: (2+1)x0.75 mm?

1 Open the following (see "4.2.1 To open the indoor unit" [> 6]):

1 |Front panel
2 |Switch box cover
3 | Switch box h

2 Connect the alarm output cable to the appropriate terminals as

INFORMATION

Cooling is only applicable in case of:

= Reversible models

= Heating only models + conversion kit (EKHBCONV*)

Wires: (2+1)x0.75 mm?

Maximum load: 0.3 A, 250 V AC

E_

1 Open the following (see "4.2.1 To open the indoor unit" [» 6]):

3
shown in the illustration below. 1 |Front panel 1 2
2 | Switch box cover Y
3 | Switch box ﬁ
Installation manual DAIKIN ETBH/X12EF6V+9W
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6 Electrical installation

2 Connect the space cooling/heating ON/OFF output cable to the A
appropriate terminals as shown in the illustration below. /’
— 1+2 |Wires connected to the space l’!
2 1 cooling/heating ON/OFF A \
output
Xam| 7
m 3 |Wire between X2M and A4P
: A4P |Installation of EKRP1HBAA is
3 required.
1
F=—=———— -
A4p (Y2 | !
! X1x2 |
A 1 1
| ,—E—@J ‘ |
1 1
1L N 1
b e o o o - - o4

B
@

r=- -=n

| |

| |

| 1 A,
c 1y2 7!

| Qi) |

| |

| 4
B (o4

a Installation of EKRP1HBAA is required.

3 Fix the cable with cable ties to the cable tie mountings.

6.3.9 To connect the power consumption digital
inputs

Wires: 2 (per input signal)x0.75 mm?

Power limitation digital inputs: 12 V DC / 12 mA detection
(voltage supplied by PCB)

E [9.9] Power consumption control.

a Installation of EKRP1HBAA is required.

3 Fix the cable with cable ties to the cable tie mountings. 1 Open the following (see "4.2.1 To open the indoor unit* [’ 6]):

1 |Front panel
6.3.8 To connect the changeover to external 2 |Switch box cover
heat source 3 |Switch box m
Wires: 2x0.75 mm?
Maximum load: 0.3 A, 250 V AC 2 Connect the power consumption digital inputs cable to the

appropriate terminals as shown in the illustration below.
Minimum load: 20 mA, 5V DC

E [9.C] Bivalent

1 Open the following (see "4.2.1 To open the indoor unit" [» 6]):

1 |Front panel 2 3
2 |Switch box cover 1 >
3 | Switch box h

2 Connect the changeover to external heat source cable to the
appropriate terminals as shown in the illustration below.

ETBH/X12EF6V+9W DAIKIN Installation manual
Daikin Altherma 3 H MT W 1 7
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6 Electrical installation

A .
K
B
C
B C

° A8P—

a Installation of EKRP1AHTA is required.
3 Fix the cable with cable ties to the cable tie mountings.

6.3.10 To connect the safety thermostat
(normally closed contact)

Wires: 2x0.75 mm?

Maximum length: 50 m

Safety thermostat contact: 16 V DC detection (voltage
supplied by PCB). The voltage-free contact shall ensure the
minimum applicable load of 15V DC, 10 mA.

E_

1 Open the following (see "4.2.1 To open the indoor unit" [> 6]):

1 |Front panel

2 |Switch box cover
3 | Switch box m

2 Connect the safety thermostat (normally closed) cable to the
appropriate terminals as shown in the illustration below.

Note: The jumper wire (factory-mounted) must be removed from the
respective terminals.

A
]
A
B
o W
1 1
: 1413:
c T 1
1 Q4 1
B (o]

3 Fix the cable with cable ties to the cable tie mountings.

@ NOTICE

Make sure to select and install the safety thermostat
according to the applicable legislation.

In any case, to prevent unnecessary tripping of the safety
thermostat, we recommend the following:

= The safety thermostat is automatically resettable.

= The safety thermostat has a maximum temperature
variation rate of 2°C/min.

= There is a minimum distance of 2 m between the safety
thermostat and the motorized 3-way valve delivered
with the domestic hot water tank.

NOTICE

Error. If you remove the jumper (open circuit) but do NOT
connect the safety thermostat, stop error 8H-03 will occur.

INFORMATION

The preferential kWh rate power supply contact is
connected to the same terminals (X5M/9+10) as the safety
thermostat. Thus, the system can have EITHER
preferential  kWh rate power supply OR a safety
thermostat.

6.3.11

This topic describes 2 possible ways to connect the indoor unit to a
Smart Grid:

To connect a Smart Grid

= In case of low voltage Smart Grid contacts

= In case of high voltage Smart Grid contacts. This requires the
installation of the Smart Grid relay kit (EKRELSG).

Installation manual
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6 Electrical installation

The 2 incoming Smart Grid contacts can activate the following Smart B C
Grid modes:
Smart Grid contact Smart Grid operation mode

(1) (2]

Free running
Forced off

Recommended on

~lo|l~|o

Forced on

The use of a Smart Grid pulse meter is not mandatory:

If Smart Grid pulse meter is... | Then [9.8.8] Limit setting kW

is...
Used Not applicable ~ ~
o o
(9.A.2] Electricity meter 2 # = =
None) »
Not used Applicable | emeeeees
([9.A.2] Electricity meter 2= . . ) . .
None) 2 Fix the cables with cable ties to the cable tie mountings.

In case of high voltage Smart Grid contacts

Wires (Smart Grid pulse meter): 0.5 mm?

Wires (high voltage Smart Grid contacts): 1 mm?
E [9.8.4]=3 (Benefit kWh power supply =Smart grid)
[9.8.5] Smart grid operation mode

In case of low voltage Smart Grid contacts

Wires (Smart Grid pulse meter): 0.5 mm?

Wires (low voltage Smart Grid contacts): 0.5 mm?

E [9.8.4]=3 (Benefit kWh power supply =Smart grid)
[9.8.5] Smart grid operation mode

[9.8.6] Allow electrical heaters

[9.8.7] Enable room buffering

[9.8.8] Limit setting kW

[9.8.6] Allow electrical heaters
[9.8.7] Enable room buffering
[9.8.8] Limit setting kW

The wiring of the Smart Grid in case of high voltage contacts is as
follows:

The wiring of the Smart Grid in case of low voltage contacts is as
follows:

X5M
[3]4]5]6]9]10[13]14]
| |
o/ o/ -

S4S S11S S10S

X5M X5M
[10/9|6]5]| [14[13]4 ]3]

K1A  K2A S48
a Jumper (factory-mounted). If you also connect a safety c d e f
thermostat (Q4L), replace the jumper with the safety T T
STEP 3 STEP 1 STEP 2

thermostat wires.

S4S  Smart Grid pulse meter . . .
; STEP 1 Smart Grid relay kit installation
@/s10s  Low voltage Smart Grid contact 1 STEP 2 Low voltage connections

913113 Low voltage Smart Grid contact 2 STEP 3 High voltage connections

High voltage Smart Grid contact 1
e High voltage Smart Grid contact 2
A a, b Coil sides of relays

/’ c,d Contact sides of relays
’l e Jumper (factory-mounted). If you also connect a safety
A Y

1 Connect the wiring as follows:

thermostat (Q4L), replace the jumper with the safety
thermostat wires.
f Smart Grid pulse meter

1 Install the components of the Smart Grid relay kit as follows:

d
@xza

§ = b K1A K2A

DAJKIN EUROPE N.V.

@

X10M

K1A, K2A Relays
X10M  Terminal block
a Screws for X10M
b Screws for K1A and K2A
¢ Sticker to put on the high voltage wires

ETBH/X12EF6V+9W DAIKIN Installation manual
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6 Electrical installation

d Wires between the relays and X5M (AWG22 ORG) A
e Wires between the relays and X10M (AWG18 RED) /’
B c |’I
A g
B
N C
bif bll—=
= d1[2[3]4) . )
%T ,9 @ High voltage Smart Grid contact 1
> o b ; .
2 = 4 X10M 2 @ High voltage Smart Grid contact 2
= K1A K2A B c
e —
2 Connect the low voltage wiring as follows
A
B
———————— bl
1
1
1
c §4S |
1
1
b oo e o o - - - o4
. 4 Fix the cables with cable ties to the cable tie mountings. If
$4S  Smart Grid pulse meter necessary, bundle excessive cable length with a cable tie.
B C
6.3.12 To connect the WLAN cartridge (delivered
as accessory)
E [D] Wireless gateway
1 Insert the WLAN cartridge into the cartridge slot on the user
interface of the indoor unit.
b
=
K-
3 Connect the high voltage wiring as follows:
Installation manual DAIKIN ETBH/X12EF6V+9W
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9 Hand-over to the user

4 |Select OK to confirm. O QY

Result: The underfloor heating screed dryout starts.
It stops automatically when done.

To stop the test run manually: —
Go to Stop UFH screed dryout. QO
2 |Select OK to confirm. QO

@ NOTICE

To perform an underfloor heating screed dryout, room frost
protection needs to be disabled ([2-06]=0). By default, it is
enabled ([2-06]=1). However, due to the "installer-on-site"
mode (see "Commissioning"), room frost protection will be
automatically disabled for 12 hours after the first power-on.

-

If the screed dryout still needs to be performed after the
first 12 hours of power-on, manually disable room frost
protection by setting [2-06] to "0", and KEEP it disabled
until the screed dryout has finished. Ignoring this notice will
result in cracking of the screed.

@ NOTICE

For the underfloor heating screed dryout to be able to start,
make sure the following settings are met:

« [4-00]=1
« [C-02]=0
« [D-01]=0
« [4-08]=0
. [4-01]71

9 Hand-over to the user

Once the test run is finished and the unit operates properly, please
make sure the following is clear for the user:

= Fill in the installer setting table (in the operation manual) with the
actual settings.

= Make sure that the user has the printed documentation and ask
him/her to keep it for future reference. Inform the user that he can
find the complete documentation at the URL mentioned earlier in
this manual.

= Explain the user how to properly operate the system and what to
do in case of problems.

= Show the user what to do for the maintenance of the unit.

= Explain the user about energy saving tips as described in the
operation manual.

ETBH/X12EF6V+9W DAIKIN Installation manual
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10 Technical data

10 Technical data

A subset of the latest technical data is available on the regional Daikin website (publicly accessible). The full set of latest technical data is
available on the Daikin Business Portal (authentication required).

10.1 Piping diagram: Indoor unit

e TQ w0 Q20T 0>

w
-
-

A

9

. J

Indoor unit

Field installed

Space heating water OUT
Water IN connection

Pump

Expansion vessel

Shut-off valve, male-female 1"
Magnetic filter/dirt separator
Safety valve

Air purge

Drain valve

Backup heater

Loose nut 1"

Flow sensor

Space heating water pressure sensor

Thermistor (water IN)

3D120613B

Thermistor (backup heater — water OUT)

Flow switch
Screw connection

Flare connection
Quick coupling
Brazed connection

Installation manual
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10 Technical data

10.2

Wiring diagram: Indoor unit

See the internal wiring diagram supplied with the unit (on the inside of the indoor unit switch box cover). The abbreviations used are listed

below.

Notes to go through before starting the unit

Position in switch box

English

Translation

English

Translation

Notes to go through before
starting the unit

Notes to go through before
starting the unit

Position in switch box

Position in switch box

- - Legend
X1M Main terminal
X2M Field wiring terminal for AC AP Main PCB
X5M Field wiring terminal for DC A2P * |0On/OFF thermostat (PC=power circuit)
X6M Backup heater power supply A3P * |Heat pump convector
terminal A4P * |Digital I/0O PCB
X7M, X8M Booster heater power supply A8P * |Demand PCB
terminal A11P MMI (= user interface connected to the
X10M Smart grid terminal indoor unit) — Main PCB
. Earth wiring A14P * |User interface PCB
——————— Field supply A15P * |Receiver PCB (wireless On/OFF thermostat)
Several wiring possibilities A20P * |WLAN module
Option A30P * |Bizone mixing kit PCB
Not mounted in switch box BSK (A3P) Solar pump station relay
— - CN* (A4P) * |Connector
Wiring depending on model -
DS1(A8P) * |DIP switch
PCB F1B # |Overcurrent fuse backup heater
# Ovrurent s booser et
should be foreseen outside the |heater/booster heater should be F1T Thermal fuse backup heater
unit. foreseen outside the unit. F1U, F2U (A4P) * |Fuse 5 A 250 V for digital I/O PCB
Backup heater power supply Backup heater power supply K1A, K2A * |High voltage Smart grid relay
06T1 (3~, 230 V, 6 kW) [06T1 (3~, 230V, 6 kW) K1M, K2M Contactor backup heater
06V3 (1N~, 230 V, 6 kW) [O06V3 (1N~, 230 V, 6 kW) K3M * |Contactor booster heater
COB6WN/9WN (3N~, 400 V, 6/9 |CJ6WN/9WN (3N~, 400 V, 6/9 K5M Safety contactor backup heater
kW) kW) K*R (A4P) Relay on PCB
User installed options User installed options M2P # |Domestic hot water pump
[J Remote user interface [ User interface used as room M2S # |2-way valve for cooling mode
thermostat - -
M3S * |3-way valve for space heating/domestic hot
[ Ext. indoor thermistor [0 External indoor thermistor water
[ Ext outdoor thermistor [0 External outdoor thermistor PC (A15P) * | Power circuit
U Digital /0 PCB L Digital /0 PCB PHC1 (A4P) * |Optocoupler input circuit
[ Demand PCB U Demand PCB Q1L Thermal protector backup heater
[0 Safety thermostat Safety thermostat Q4L # |Safety thermostat
L1 Smart Grid Smart grid Q*DI # |Earth leakage circuit breaker
0 WLAN module WLAN module R1H (A2P) * | Humidity sensor
CIWLAN cartridge WLAN cartridge R1T (A2P) * | Ambient sensor On/OFF thermostat
L Bizone mixing kit Bizone mixing kit R2T (A2P) * |External sensor (floor or ambient)
[0 Domestic hot water tank [0 Domestic hot water tank R5T Domestic hot water thermistor
Main LWT Main leaving water temperature R6T * |External indoor or outdoor ambient
[J On/OFF thermostat (wired) |[J On/OFF thermostat (wired) thermistor
[J On/OFF thermostat (wireless) |J On/OFF thermostat (wireless) S1S # |Preferential kWh rate power supply contact
[0 Ext. thermistor [0 External thermistor S28 # |Electrical meter pulse input 1
[0 Heat pump convector [0 Heat pump convector S3S # |Electrical meter pulse input 2
Add LWT Additional leaving water S48 # |Smart grid feed-in
temperature S65~59S * | Digital power limitation inputs
[0 On/OFF thermostat (wired) |0 On/OFF thermostat (wired) S10S-S11S # |Low voltage Smart grid contact
[0 On/OFF thermostat (wireless) |[J On/OFF thermostat (wireless) SS1 (A4P) * |Selector switch
[ Ext. thermistor [0 External thermistor TR1 Power supply transformer
[0 Heat pump convector [ Heat pump convector X6M # |Backup heater power supply terminal strip
X6M * |Booster heater power supply connector
ETBH/X12EF6V+9W DAIKIN Installation manual
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X7M, X8M Booster heater power supply terminal strip English Translation
X10M * |Smart grid power supply terminal strip Safety thermostat contact: 16 V |Safety thermostat contact:
X*, XA, X*Y*, Y* Connector DC detection (voltage supplied |16 V DC detection (voltage
- - by PCB) supplied by PCB)
X*M Terminal strip
Shut-off valve Shut-off valve
* Optional Smartgrid contacts Smart Grid contacts
# Field supply

Translation of text on wiring diagram

Smartgrid PV power pulse meter

Smart Grid photovoltaic power
pulse meter

English

Translation

SWB

Switch box

(1) Main power connection

(1) Main power connection

(7) Option PCBs

(7) Option PCBs

For HP tariff

For heat pump tariff

Alarm output

Alarm output

Indoor unit supplied from outdoor

Indoor unit supplied from outdoor

Normal kWh rate power supply

Normal kWh rate power supply

Changeover to ext. heat source

Changeover to external heat
source

Only for normal power supply
(standard)

Only for normal power supply
(standard)

Max. load

Maximum load

Min. load

Minimum load

Only for preferential kWh rate
power supply (outdoor)

Only for preferential kWh rate
power supply (outdoor)

Only for demand PCB option

Only for demand PCB option

Outdoor unit

Outdoor unit

Only for digital I/O PCB option

Only for digital I/O PCB option

Preferential kWh rate power
supply contact: 16 V DC
detection (voltage supplied by
PCB)

Preferential kWh rate power
supply contact: 16 V DC
detection (voltage supplied by
PCB)

Options: external heat source
output, solar pump connection,
alarm output

Options: external heat source
output, solar pump connection,
alarm output

Options: On/OFF output

Options: On/OFF output

SWB

Switch box

Use normal kWh rate power
supply for indoor unit

Use normal kWh rate power
supply for indoor unit

Power limitation digital inputs: 12
V DC / 12 mA detection (voltage
supplied by PCB)

Power limitation digital inputs:
12V DC/ 12 mA detection
(voltage supplied by PCB)

(2) Backup heater power supply

(2) Backup heater power supply

Refer to operation manual

Refer to the operation manual

Kk

Only for

*kk

Only for

Solar input

Solar input

(3) User interface

(3) User interface

Solar pump connection

Solar pump connection

Only for remote user interface

Only for the user interface used
as room thermostat

Space C/H On/OFF output

Space cooling/heating On/OFF
output

SD card

Card slot for WLAN cartridge

SWB

Switch box

WLAN cartridge

WLAN cartridge

(8) External On/OFF thermostats
and heat pump convector

(8) External On/OFF thermostats
and heat pump convector

(4) Domestic hot water tank

(4) Domestic hot water tank

Additional LWT zone

Additional leaving water
temperature zone

Main LWT zone

Main leaving water temperature
zone

Only for external sensor (floor/
ambient)

Only for external sensor (floor or
ambient)

3 wire type SPST 3 wire type SPST

Booster heater power supply Booster heater power supply
Only for *** Only for ***

SWB Switch box

(5) Ext. thermistor (5) External thermistor

SWB Switch box

Only for heat pump convector

Only for heat pump convector

(6) Field supplied options

(6) Field supplied options

Only for wired On/OFF
thermostat

Only for wired On/OFF
thermostat

12 V DC pulse detection (voltage
supplied by PCB)

12 V DC pulse detection (voltage
supplied by PCB)

Only for wireless On/OFF
thermostat

Only for wireless On/OFF
thermostat

230 V AC supplied by PCB

230 V AC supplied by PCB

Bizone mixing kit

Bizone mixing kit

Continuous

Continuous current

DHW pump output

Domestic hot water pump output

DHW pump

Domestic hot water pump

Electrical meters

Electrical meters

For HV smartgrid

For high voltage Smart Grid

For LV smartgrid

For low voltage Smart Grid

For safety thermostat

For safety thermostat

For smartgrid

For Smart Grid

Inrush

Inrush current

Max. load

Maximum load

Normally closed

Normally closed

Normally open

Normally open

Installation manual
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10 Technical data

Electrical connection diagram
For more details, please check the unit wiring.

POWER SUPPLY STANDARD PART

@ Only for normal power supply installation

OUTDOOR UNIT

i Unit power supply:
400V or 230V + earth

XIM: L1-L2-L3-N-earth

| i or L-N-earth

( on 1
I
I
I

Only for preferential kWh rate power supply installatio
h

O

I
1 Unit preferential kWh rate power supply: 5 or 3 core

I -——

! 400V or 230V + earth ! XIM: 1-2-3-earth
1 Normal kWh rate power supply for indoor unit: 2core |

230V
FIELD SUPPLY

4 core

HV Smart Grid power supply: 230 V

Notes:

- In case of signal cable: keep minimum distance to power cables >5 cm
- Available heaters depending on model: see combination table

FIELD SUPPLY

:@ | [Preferential kWh rate power supply contact INDOOR UNIT . i
I I *| *
G E—— N L S
b MeY1YC| !
| | YoM T9 |y g2y ! [ arm indication | |
! ! Namoutpet [ 7230V 7 |
e —————————— a I | ! I
OPTIONALPART ‘ ass | o | |
}@ Only for HV Smart Grid ! ! Changeoverto Ly g2oore. ' [Ext heatsource (e.g. boier) | !
i Smart Grid contact K1A |. 1 ext. heat source output 1 7 signal L |
! ! X5M: 9-10 ] | 1 !
[ T 0 I | ! !
I ! I 0. 1 ! |
! Smart Grid relais K1A 2075 X10M: 12 — | 1 M';(Z\!\(Az ;% | # -:-:-2 core ;‘ .| Cooling/heating On/OFF output | !
! Zeol | ! ! Cooling/heating 230V !
! Smart Grid relais K2A X10M: 34 i i ONOFF outpl |
I I
| U | |
I ! I I
I ! I I
| U | |
| |
I I

! Backup heater power supply (6 kW): 4 or 3 core ML X6M: L1-L2-L3 + earth
1 230V +earth I or L-N + earth
of®) 1
T 1
I I
I . 5 h
! Backup heater power supply (6/9 kW): core L YOM: LIL2-L3N + earth
| 400V + earth | ’%
! (F1B) I
,,,,,,,,,,,,,,,,,,,,,,,,,,,,, !
OPTIONAL PARTS (*KHW*) i
o e e - - |
! ! | : L
| Booster heater power supply (3 kW): | 3core w Z(?M'_bee:ﬁﬁh
! 400V or 230V + earth = : ! 7| orL1-L2-L3-N +earth
1 e
| = | ! XoM: 11a
! Domestic hot water tank ! | .
| | ——f— AP:X31A
1 I 3core 1
! |[Booster heater Q2L || L 36x25 | ik b
! | |—| X6M 7 - 233\/ ‘ 7] XTM: LN + earth
I | I
I | I
I I I
I I I
! |R5T Thermistor water tempt 0oy 2 core_ | 44 A1P: X9A
I 7 1 signal 1 7
I I
- ___ J |
OPTIONAL PART |
! 3-way valve 1} ;
i [W3S (when "KW s insalled) /// Score ] spsr !
| |Selection domestic hot water - Floor heating[~777 230y 1 M| XeM:1243-14a i
I I I

I 2core |
1 signal
I 2core !
; signal 1

;
]

]

I

]

:

]

]

Hy._maﬂu‘ 2o, | AGP: X8O1M; 35 1
| signal | i

]

]

]

I

|Power limitation demand input 2

|Power limitation demand input 3

I
I
1[Power imitation demand nput 4 ! 2core | ABP: X801M: 45
| ! signal |
 SIIIIIIZIIZIZIZIZICIZITIVTTTTTTTT B I B
OPTIONAL PART |
o +-——— . 5
| Only for WLAN module | :
! |A20P: 2 5core J A11P: X5:4-5 !
I I I
| ——— \ AP X9: 123 |
i Only for Bizone mixing kit ! |
I I
| . 3core |
; |A3°P' S Hf—-:-:-—:—”— AT1P:X3:234 |
| ) |

ore for

! I
! I
| | ,
NEAESE ! 1 Only for EKSRP4A option
X.2M:>7-9 Y 2 core 4| BSK: A3P: 1-2 solar nterlock |
Solar input 7 230V K | |
R FE S D e e e !
i I
! |
XM: 12 Ly 2 c_ore 4 | Circulation pump for domestic hot water |
v
I
! | 2-way valve
I
NOvalve: XoM:21-28 ||y ZCOre ;i [MaSfor cooling mode
NC valve: X2M: 21-29 T 20V 7|
I I
i b oo oo ____ .
| i i
X5M:5:6 : /;, 2 core /;/ i . | Electricity meter pulse input 1 | @ !
! signal | L | !
e e e - — — I
1 !} Only for HV Smrt Grid ® i
| !} | Smartgrid contact K2A | i
| L ——— N
! !1"Only for LV Smrt Grid ® i
| !} [ Smartgrid contact S11S | o
| I 1y
I " I
1 }‘::::::::::::::::::::::::::::::::::,"
X5M: 34 Ly 22 e L | Etectrcity meter puise input 2 | ® ! |
! T Tsignal 7 0 | N
| - - !
I " I
! " Smartgrid pulse meter | @ i 1
I
| e
| \IIIIIIIIIIIIIIIIIIIIIIIIIIICIICICIC H
i OPTIONAL PART
R eI P gy R A B
! ! Only for KRCS01-1 or EKRSCAT !
I ! I
2 core
! X5M: 7-8 ; /;/ - ,;/ I External thermistor (indoor or outdoor) | i
I I signal | I
AR S L n
i
i
I
1 External room thermostat / Heat pump convector (main and/or additional zone) OPTIONAL PART
1 Sl -
(@ ””””””” " 3core }0;’10’/ {operation 1 Only for KRTW (wied room thermostat] |
) 1 2 core for H only operafion ! !
main: X2M: 30-34-35 ! - XAM:
L add XoM: 30-3a-d6a [ S =] A2P:XIM: C-com-H | |
| | : |
pes===========| &8 T Hr. PR e T
@ ! 450 cor fohC/ operation | Only for *KRTR (wireless room thermostat) ! Only for *KRTETS
I

‘
|

| main: XaM: 30-31-34-35
| add XoN: 303134235
I

|

main: X2M: 30-35)

i
2 core, !

A15P: X1M: H-C-com % A2P: XAM: 1-3 L fom mgum) R2T External sensor (floor or !

signal T KMLN signal ambient) |

I I

I

only operation |
|

I add: X2M: 30-35a|
main & add: X2M: 3-4

X5M: 11-12
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